
    

SO-DIMM
200 Pin

USB3 OTG

i.MX 8X

DRAM
LPDDR4

Up to 4 Gbyte

eMMC

4K I2C EEPROM
(Internal Use Only)

uSDHC0
8bit

PMIC I2C

JTAG HEADER

Up to
1x SPDIF

24 Bit LCD

MIPI CSI-2 Serial Camera Serial Camera

USB2 (Host/Device)

MIPI DSI/LVDS x 2

PMIC I2C
PMIC  POWER3.3V IN3.3V

Parallel CameraCSI Parallel Camera

USB3 OTG

PCIePCIe0

ENET0
RGMII

Ethernet PHY Rx,Tx,Led

ENET1 RGMII

Up to
1x ESAIESAI0

Audio /
SAI1

I2C0

Digital AudioSAI0

SAI1

Audio
CODEC

MIC In

HP Out

Line In

SAI2/3 Up to
2x Dig. Audio

SPDIF

Up to
1x MQSMQS

UART0 

uSDHC1 4bit

UART0/1/2/3
UART SCU/M40

WiFi + BT

MUX uSDHC 4bit

4x UART

Level 
Shifter

Up to
1x SPISPI0

Touch
Controller

Resistive TouchSPI3

Quad SPI/Keypad

3x I2CI2C1/2/3

ADC In x6

Up to
2xGPTGPT0/1

Up to
4xPWM

 PWM 0/1
PWM MIPI_DSI1

PWM LCD

GPIOsGPIOs

JTAG

Ethernet

 RGMII

USB2
 (Host/Device)

Up to
1x 24-bit LCD

MIPI DSI/
LVDS x 2

QSPI\keypad 
or 6xadc

CAN2 CAN BUS

CAN 0/1 Up to
2x CAN BUS

Up to
1x UARTUART M40

Up to
3x I2CI2C CSI/MIPI_CSI0/M40

2x SPISPI1/2

3xPWM PWM 2/3
PWM MIPI_DSI0

Pin2pin with additional VAR-SOM products.
Please check pin-list document for details

Not Compatible

Pin2pin with additional VAR-SOM products.
Please check pin-list document for details

Not Compatible
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